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CONCRETE CLASSES AND PAY ITEMS

MISCELLANEOUS BRIDGE ITEMS

BRIDGE CHAIN LINK FENCE (CURVED TOP)
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Y/a" MINIMUM
SCARIFICATION

NEW REINFORCEMENT BAR, LAP SPLICE
(SEE NOTE 5)

SAWCUT %" DEEP AROUND CONC.
AREA TO BE REMOVED. SEE "DETAIL A"

SEE NOTE 6 EXIST. SPALLED, DELAMINATED,

OR DETERIORATED CONC. AREA

1%" MIN.
14" MINIMUM CONCRETE OVERLAY

SCARIFICATION — TOP OF EXIST.

DECK SLAB OR
FIRST COURSE SLAB

SEE NOTE 3

i

EXISTING REINF.
BARS (TYP.)

DECK SLAB
(MAX.)

S@L OF

1" MIN. CLR.
(ALL AROUND)

EXIST. DECK SLAB
THICKNESS

LIMITS OF CONCRETE REMOVAL

REPAIR TYPE-B
{SEE NOTE 2)

CLEAN AREA

| EXIST. SPALLED, DELAMINATED,
OR DETERIORATED CONC. AREA

— TOP OF EXIST.
DECK SLAB OR
FIRST COURSE SLAB

1%" MIN.
CONCRETE
OVERLAY

0%

— SOUND CONCRETE

SURFACE LINE

REPAIR WITH CONCRETE
OVERLAY MATERIAL
DURING THE CONCRETE
OVERLAY POUR.

- g v g v g o 4

T

EXISTING REINF.
BARS (TYP.)

EXIST. DECK SLAB
THICKNESS

AN /

SOUND CONCRETE
SURFACE LINE

MINOR SPALLED AREAS
(SEE NOTE 1)

LIMITS OF CONCRETE REMOVAL

SAWCUT %" DEEP —|
4" MIN.

EXPOSED REINF. STEEL —

(SEE NOTE T

DETAIL A

— INCIPIENT SPALL

SEE NOTE 6

NEW REINFORCEMENT BAR, LAP SPLICE
(SEE NOTE 5)

3/
AREA TO BE REMOVED. SEE "DETAIL A"

EXIST. SPALLED, DELAMINATED,

1%" MIN.
CONCRETE OVERLAY

4" MINIMUM

OR DETERIORATED CONC. AREA

—TOP OF EXIST.

SCARIFICATION

TYPE-C REPAIR SHOWN
LESS THAN FULL DEPTH

DECK SLAB OR
FIRST COURSE SLAB,

-

DEPTH OF
DET. CONC.

"DECK SLAB

EXISTING REINF.
BARS (TYP.)

SOUND CONCRETE
SURFACE LINE

FULL DEPTH
TYPE-C REPAIR

1%" MIN.
CONCRETE OVERLAY

LAP_SPLICE

EXIST. DECK SLAB
THICKNESS

STAY IN PLACE FORM/
TEMPORARY FORM

LIMITS OF CONCRETE REMOVAL

REPAIR TYPE-C
(SEE NOTE 3)

TOP OF EXIST.
DECK SLAB OR
FIRST COURSE SLAB

LAP SPLICE

SEE NOTE 5

I\I LENGTH OF

DETERIORATION SEE NOTE §

(SEE NOTE 9)

EXISTING DET.
REINF. BAR

1" MIN. CLR.
(ALL AROUND)

1%" MIN.
CONCRETE OVERLAY]

EXIST. DECK SLAB
THICKNESS

SEE NOTE 5

NEW REINF. BAR
(CORROSION PROTECTED)

DETERIORATED REINFORCEMENT BAR REPAIR

,—TOP OF EXIST. DECK SLAB OR
LAP SPLICE FIRST COURSE SLAB

SEE NOTE 5§

LAP SPLICE

(SEE NOTE 9)

EXISTING BROKEN
REINF. BAR

1" MIN. CLR.
(ALL AROUND)

EXIST. DECK SLAB
THICKNESS

NEW REINF. BAR
(CORROSION PROTECTED)

GENERAL NOTES;

1. SPALLED, DELAMINATED, AND DETERIORATED CONCRETE AREAS
SHALL BE CLEANED AND REPAIRED WITH THE CONCRETE OVERLAY
TYPE THAT IS TO BE USED FOR THE OVERLAY PLACEMENT, OR
CLASS A CONCRETE MAY BE USED. REFER TO NJDOT
SPECIFICATIONS SECTION 518.

2. REPAIR TYPE-B:
ALL DETERIORATED AND DELAMINATED CONCRETE SHALL BE
REMOVED TO A MINIMUM DEPTH OF 1" BELOW THE BOTTOM OF
THE TOP LAYER OF EXISTING REINFORCEMENT STEEL TO A
MAXIMUM OF 5@ % OF THE THICKNESS OF THE EXISTING
CONCRETE DECK.

3. REPAIR TYPE-C:
ALL DETERIORATED AND DELAMINATED CONCRETE SHALL BE
REMOVED, AND IF THE SOUND CONCRETE SURFACE IS LOCATED
AT A DEPTH GREATER THAN 5@ % OF THE DECK THICKNESS
WHEN MEASURED FROM THE TOP OF THE DECK, PERFORM
TYPE-C REPAIR UPON APPROVAL OF THE ENGINEER, AS SHOWN
IN THE DETAIL "REPAIR TYPE-C". IF THE BOTTOM MAT OF THE
DECK REINFORCEMENT STEEL IS EXPOSED, THE DECK SLAB
SHALL BE REPLACED TO FULL DEPTH IN THIS AREA OF EXPOSURE.

4. THE TOP SURFACE OF THE CONCRETE FOR TYPE-B AND
TYPE-C REPAIRS SHALL BE EVEN WITH THE ADJACENT
TOP OF EXISTING DECK SLAB AND SHALL MAINTAIN THE
EXISTING GRADES AND CROSS SLOPES.

5. A NEW CORROSION PROTECTED REINFORCEMENT BAR SHALL BE
PLACED TO SUPPLEMENT AN EXISTING REINFORCEMENT BAR
WHEN AN EXISTING BAR HAS A SECTION LOSS OF 25 % OR
MORE OF THE ORIGINAL CROSS SECTION, AS DETERMINED BY
THE ENGINEER, OR THE EXISTING REINFORCEMENT BAR IS
BROKEN. THE NEW BAR SHALL EXTEND 3¢ BAR DIAMETERS IN
EACH DIRECTION FROM WHERE THE SECTION LOSS OR BREAK ENDS.
MODIFY THE LIMITS OF THE REPAIR AREA TO MEET THE
REINFORCEMENT SPLICE LAP REQUIREMENTS.

6. FOR REPAIR TYPE-B AND TYPE-C SOUND CONCRETE SHALL BE
REMOVED TO A DEPTH OF !4" MINIMUM TO 1" MAXIMUM IN
ALL DIRECTIONS, EXCEPT THAT THE MAXIMUM LIMIT MAY BE
MODIFIED UPON APPROVAL OF THE ENGINEER.

T. UPON APPROVAL OF THE ENGINEER, MODIFY THE LIMITS OF
CONCRETE REMOVAL AS SHOWN IN THE "LIMITS OF REPAIR
AREA (PLAN VIEW)" WHEN SUPPLEMENTARY REINFORCEMENT
BARS ARE REQUIRED.

8. DECK REINFORCEMENT BAR DETAILS SHOWN ARE GENERAL. ACTUAL
REINFORCEMENT BAR SPACINGS AND LOCATIONS WILL VARY FROM
BRIDGE TO BRIDGE.

9. THE NEW REINFORCEMENT BAR SHALL BE PLACED AT THE SAME
LEVEL ALONGSIDE THE EXISTING DETERIORATED OR BROKEN
REINFORCEMENT BAR.

18. BEFORE PLACEMENT OF THE OVERLAY, ALL PREVIOUSLY PATCHED
AREAS SHALL BE COMPLETELY REMOVED.

NEW JERSEY DEPARTMENT OF TRANSPORTATION

BRIDGE CONSTRUCTION DETAILS
BRIDGE DECK REHABILITATION
WITH CONCRETE OVERLAY




NEW REINFORCEMENT BAR, LAP SPLICE GENERAL NOTES

(SEE NOTE 3)

NEW REINFORCEMENT BAR, LAP SPLICE
. 1. REPAIR TYPE-B:

ARE?".{.%UEE %E’fg\'fg[)”;%lé“?ng?ﬁfﬁ . (SEE NOTE 3) ALL DETERIORATED AND DELAMINATED CONCRETE SHALL BE

. REMOVED TO A MINIMUM DEPTH OF 1" BELOW THE BOTTOM OF
A THE TOP LAYER OF EXISTING REINFORCEMENT STEEL OR LP TO A
AREA TO BE REMOVED. SEE 'DETAIL A° MAXIMUM OF 58 % OF THE THICKNESS OF THE EXISTING
SEE NOTE 5_ | , _ EXIST. SPALLED, DELAMINATED,

CONCRETE DECK.
OR DETERIORATED CONC. AREA

2. REPAIR TYPE-C:

SEE NOTE 5 ALL DETERIORATED AND DELAMINATED CONCRETE SHALL BE
REMOVED. IF THE SOUND CONCRETE SURFACE IS LOCATED
AT A DEPTH GREATER THAN 5@ % OF THE DECK THICKNESS
r TYPE-C REPAIR SHOWN WHEN MEASURED FROM THE TOP OF THE DECK, PERFORM

TOP OF EXIST.
DECK SLAB

TYPE-C REPAIR UPON APPROVAL OF THE ENGINEER, AS SHOWN
T SEE(}ST' LESS THAN FULL DEPTH IN THE DETAIL "REPAIR TYPE-C'. IF THE BOTTOM MAT OF THE
2 < DECK REINFORCEMENT STEEL IS EXPOSED, THE DECK SLAB

5@ % OE [SEE NOTE 2
(MAX.)

ECK SLAB

SHALL BE REPLACED TO FULL DEPTH IN THIS AREA OF EXPOSURE.
EXISTING REINF.

BARS (TYP.)

1" MIN. CLR.
(ALL AROUND)

3. A NEW CORROSION PROTECTED REINFORCEMENT BAR SHALL BE
PLACED TO SUPPLEMENT AN EXISTING REINFORCEMENT BAR
WHEN AN EXISTING BAR HAS A SECTION LOSS OF 25 % OR
MORE OF THE ORIGINAL CROSS SECTION, AS DETERMINED BY
THE ENGINEER, OR THE EXISTING REINFORCEMENT BAR IS
BROKEN. THE NEW BAR SHALL EXTEND 3@ BAR DIAMETERS IN
EACH DIRECTION FROM WHERE THE SECTION LOSS OR BREAK ENDS.
MODIFY THE LIMITS OF THE REPAIR AREA TO MEET THE

3 7% OF
DECK SLAB

DEPTH OF
DET. CONC.

EXIST. DECK SLAB
THICKNESS

EXIST. DECK SLAB
THICKNESS

EXISTING REINF.

BARS (TYP
SOUND CONCRETE

TYPE-B LIMITS OF CONCRETE REMOVAL SOUND CONCRETE STAY IN PLACE FORM/ 4. THE TOP SURFACE OF THE CONCRETE FOR TYPE-B AND
REPAIR SURFACE LINE TEMPORARY FORM TYPE-C REPAIRS SHALL BE EVEN WITH THE ADJACENT
LIMITS OF CONCRETE REMOVAL TOP OF EXISTING DECK SLAB AND SHALL MAINTAIN THE
REPAIR TYPE-B EXISTING GRADES AND CROSS SLOPES.

(SEE NOTE 1)

Sbo o REINFORCEMENT SPLICE LAP REQUIREMENTS.
SURFACE LINE ¥/ \\\' - N

5. FOR REPAIR TYPE-B AND TYPE-C SOUND CONCRETE SHALL BE
FULL DEPTH REPAIR_TYPE-C REMOVED TO A DEPTH OF 14" MINIMUM TO 1' MAXIMUM IN
TYPEC REPAIR ALL DIRECTIONS, EXCEPT THAT THE MAXIMUM LIMIT MAY BE

(SEE NOTE 2) MODIFIED UPON APPROVAL OF THE ENGINEER.

6. UPON APPROVAL OF THE ENGINEER, MODIFY THE LIMITS OF
CONCRETE REMOVAL AS SHOWN IN THE "LIMITS OF REPAIR
LIMITS OF CONCRETE REMOVAL AREA (PLAN VIEW)" WHEN SUPPLEMENTARY REINFORCEMENT
BARS ARE REQUIRED.

SAWCUT 3" DEEP — 7. DECK REINFORCEMENT BAR DETAILS SHOWN ARE GENERAL. ACTUAL

4" MIN. REINFORCEMENT BAR SPACINGS AND LOCATIONS WILL VARY FROM
— BRIDGE TO BRIDGE.

; 8. THE NEW REINFORCEMENT BAR SHALL BE PLACED AT THE SAME
EXPOSED REINF. STEEL — % LEVEL ALONGSIDE THE EXISTING DETERIORATED OR BROKEN
¢ — INCIPIENT SPALL REINFORCEMENT BAR.

9. REFER TO THE NJDOT SPECIFICATIONS SECTION 518 FOR GUIDANCE AS TO
THE SELECTION OF A QUICK-SETTING PATCH MATERIAL PRODUCT.

(SEE NOTE 6)

DETAIL A
TOP_OF EXIST.

DECK SLAB

LAP SPLICE LAP SPLICE
SEE NOTE 3 SEE NOTE 3 IS_EAEP ﬁg'lfécg IS_éEP :(F),'Ilrécg
l TOP_OF EXIST.

(SEE_NOTE 8) DECK SLAB LENGTH OF

DETERIORATION (SEE_NOTE 8)

EXISTING BROKEN
REINF. BAR

1" MIN. CLR.
(ALL AROUND)

EXISTING DET.
REINF. BAR

1" MIN. CLR.
(ALL AROUND)

EXIST. DECK SLAB
THICKNESS

EXIST. DECK SLAB
THICKNESS

NEW JERSEY DEPARTMENT OF TRANSPORTATION

NEW REINF. BAR
(CORROSION PROTECTED) NEW REINF. BAR

(CORROSION PROTECTED) BRIDGE CONSTRUCTION DETAILS
BROKEN REINFORCEMENT BAR REPAIR DETERIORATED REINFORCEMENT BAR REPAIR BRIDGE DECK REHABILITATION
WITHOUT CONCRETE OVERLAY

(18
\129/




. DECK JOINT __,  DECK JOINT SEE DETAIL A LIMITS OF DECK JT. RECONSTRUCTION

RECONSTRUCTION” |~ RECONSTRUCTION
! BITUMINOUS APPROACH LIMITS OF CONCRETE OVERLAY &
CONC. APPROACH SLAB_ — € JomT PAVEMENT CONCRETE DECK REPAIR

i
NEW PREFORMED r_zn r_zn ‘g PREFORMED
1-3 1-3 CONCRETE DECK REPAIR NEW #16 © 1" -0
ELASTOMERIC JOINT SEALER SEE DECK REPAIR PLAN ELASTOMERIC JOINT SEALER

NEW *16 e 1'-0" NORMAL TO SKEW 2" BITU. OVERLAY 34" SAWCUT

. 0 0 F . AT BRIDGE 1’-3" 4 114" (MIN.)

2 \ [NEW *16 BAR SAWCUT %" DEEP 3" —i]\—» —i e l_4“ MIN. PCONCRETE OVERLAY
" 1 e )

SAWCUT %" DEEP . S o, N— 4

% \W\ NEW #16 BAR\ 4" MIN., SEE DECK — = RS

T G REPAIR PLAN

REMOVE AS
NECESSARY

4" MIN/— |—
<

APPROACH
SLAB

EXISTING REINF. TO REMAIN

L—1" PREFORMED BITUMINOUS
y JOINT FILLER

<

CORE DRILL 1)6" DIA. HOLE — |————
AND FILL WITH NON-SHRINK GROUT

3" SAWCUT

CORE DRILL 14" DIA. HOLE
EXISTING REINF. AND FILL WITH NON-SHRINK GROUT
~—OPEN JT. TO REMAIN (TYP.)

1
1
NEW #*13 BARS— ,
SEE "DETAIL A" -—¢ BEAF;’ING

[
\]

DECK JOINT AT ABUTMENT WITH APPROACH SLAB

DECK JOINT AT ABUTMENT (WITH APPROACH SLAB AND CONCRETE OVERLAY
DECK JOINT _| DECK_JOINT CONCRETE DECK REPAIR
RECONSTR. ™| RECONSTR. SEE DECK REPAIR PLAN

I._Q JOINT LIMITS OF HEADER RECONSTRUCTION TLIMITS OF DECK JT. RECONSTRUCTION
EXIST. o3 BITUMINOUS APPROACH | | | LIMITS OF CONCRETE OVERLAY &

1

NEW PREFORMED HEADER 1 |
ELASTOMERIC JOINT SEALER W] NORMAL TO SKEW

1

/— NEW *16 @ 1'-8" PAVEMENT ‘ CONCRETE DECK REPAIR

PREFORMED
2" BITUMINOUS OVERLAY ELASTOMERIC JOINT SEALER
AT HEADER 11/4 " (MIN.)

NEW *16 BAR
SEE_"DETAIL Aﬁ 4" MIN., SEE DECK EXIST. v-3" | %" sawcut fv?,r&REJEQ&‘éE%';AY NEW PREFORMED
. REPAIR DETAIL REMOVE AS HEADER” | [[SEE. "DETALL 47

ELASTOMERIC JOINT
g NEGESSARY N | SEALER

— " = :1\—/: |

= R VD ~ 4" MIN.

— f v EXISTING REINF.
oL TO REMAIN

NEW PREFORMED — — ,

BITUF:AINO'EIS o SEE RéADWAY PLANS ]

JOINT FILLER EXISTING REINF. NEW *16 o 1'-p" g | .
TO REMAIN (TYP.) 6" [™'1" PREFORMED BITUMINOUS
JOINT FILLER
NEW #13 BARS

e 70

SAWCUT 3" DEEP (TYP.)

NEW #16 BAR

EXISTING
DECK SLAB

PAVT

EXIST
ROADWAY

DIMENSIONS W AND B VARY DEPENDING
¢ pler ~— ¢ BEARING ON THE JOINT SEALER MANUFACTURER.
| NEW *16 @ 1'-g"
DETAIL A
S Aty
| L}
. 1. CORE DRILL 14" DIA. HOLE
1'-3" DECK 1’-3" DECK _ CONCRETE DECK REPAIR AND FILL WITH NON-SHRINK GROUT

HOT POURED RUBBER ASPHALT JT. SEALER (PROP.) JT. RECONSTR. ' JT. RECONSTR. |SEE DECK REPAIR PLAN HEADER RECONSTRUCTION
(TO BE PAID UNDER "DECK JOINT RECONSTRUCTION")

POSSIBLE DECK—— % —3" (EXIST.) |-‘— € JOINT
1

PATCH AREA

. GENERAL NOTES:
| 1'-3 | 1'-3" CONCRETE DECK REPAIR

| DECK JOINT DECK JOINT SEE DECK REPAIR PLAN . ALL NEW REINFORCEMENT BARS ARE IN METRIC UNITS AND

RECONSTRUCTION ~RECONSTRUCTION SHALL BE CORROSION PROTECTED. FOR ADDITIONAL NOTES,
PREFORMED ELASTOMERIC

JOINT SEALERS (PROPOSED)

3 "
4" MIN., SEE DECK SAWCUT 3" DEEP . Il.;E(;I-_I&FgEé\L COUPLERS MAY BE NECESSARY IF CONSTRUCTION
REPAIR PLAN .

3. PROVIDE AS REQUIRED ARMORED JOINT.

SEE BCD-1D.

X1 |b copper flashing —
12" wide (exIsting)

DECK SLAB
(EXISTING)

DECK SLAB

— DECK SLAB

| | ¢ 1% DIA. HOLES AT 4"

EXISTING REINF. ' C/C STAGGERED FULL LENGTH REINFORCEMENT STEEL — NEW JERSEY DEPARTMENT OF TRANSPORTATION
TO REMAIN (TYP.) TO REMAIN (TYP.)

A A A A BRIDGE CONSTRUCTION DETAILS
* THE CONTRACTOR SHALL REPLACE THE EXISTING COPPER FLASHING DURING DECK JOINT BRIDGE DECK REHABILITATION

RECONSTRUTION ONLY IF THE AREA OF REPAIR WARRANTS IT BELOW COPPER FLASHING, DECK JOINT REPAIR
OR IF EXISTING REINFORCEMENT IS LESS THAN 1" ABOVE TOP OF FLASHING. PAY (SHEET 1 OF 2)
UNDER ITEM "DECK JOINT RECONSTRUCTION".

S ——




LIMITS OF DECK JT. RECONSTRUCTION.
J7 SEE DECK REPAIR PLAN

| GENARAL NOTES:

. ALL NEW REINFORCEMENT BARS ARE IN METRIC UNITS AND SHALL BE CORROSION PROTECTED.
| 1-3 LIMITS OF CONCRETE OVERLAY
& CONCRETE DECK REPAIR (TYP.)

€ JOINT

1/-3"

SEE "DETAIL A"
ON BCD-1C

"DECK JOINT RECONSTRUCTION" AND "HEADER RECONSTRUCTION" SHALL INCLUDE:
A. 3" SAWCUT AS SHOWN IN JOINT DETAILS.
B. REMOVE CONCRETE AND DISPOSE OF MATERIALS TO LIMITS SHOWN AND REPLACE WITH CONCRETE.

C. REMOVE PREFORMED BITUMINOUS JOINT FILLER (IF ANY) TO DEPTH SHOWN OR AS DIRECTED BY
SAWCUT %" DEEP THE ENGINEER.

D. BLOCKING FOR PROPOSED PREFORMED ELASTOMERIC JOINT SEALER.
NEW *16 BARS (TYP.) E. REPLACEMENT OF CORROSION PROTECTED REINFORCING BARS.
F. PROPOSED PREFORMED BITUMINOUS JOINT FILLER WHERE REQUIRED.
——TOP OF EXISTING SLAB G. DRILL AND FILL HOLES WITH NON-SHRINK GROUT.
| ¢ H. SAWCUTTING THE CURB AND SIDEWALK TO INSTALL THE SEALER.
!

NORMAL TO SKEW
e 17

NEW PREFORMED
ELASTOMERIC JOINT SEALER

NEW #16 e 1'—ﬂ"‘\

e

3. EPOXY BONDING COMPOUND SHALL BE USED BETWEEN NEW AND EXISTING CONCRETE. REFER TO NJDOT
TRV SPECIFICATION SECTION 518.
CONCRETE OVERLAY (TYP.)

4. PROVIDE AS REQUIRED ARMORED JOINT.

%" SCARIFICATION
EXISTING REINF.—
TO REMAIN (TYP.)

/ ‘::ORE DRILL 1%" DIA. HOLE EXISTING CONCRETE DECK EXISTING CONCRETE HEADER
2 . OR APPROACH SLAB
AND FILL WITH NON-SHRINK GROUT

SAWCUT CONCRETE EDGES
TO INSTALL NEW (WIDER) PREFORMED
EXPANSION DECK JOINT AT PIER WITH CONCRETE OVERLAY ELASTOMERIC JOINT SEALER

NEW *16 BARS (TYP.)

L SEE "DETAIL A"
< ) K ON BCD-1C

{OT POURED RUBBER ASPHALT ,r,/‘ y - : ~r——NEW PREFORMED BITUMINOUS
! % JOINT FILLER (AS REQUIRED)

O SERLER HOP \.‘ € JOINT CONCRETE DECK REPAIR ‘\ o

LIMITS OF CONCRETE OVERLAY 1-3" DECK N\ |

& CONCRETE DECK REPAIR (TYP.] | JOINT RECONSTR.

1%4" MIN.
CONCRETE OVERLAY *

DECK SLAB

" 1/-3" DEC EXISTING REINFORCEMENT —
i JOINT RECONgTR. LIMITS OF CONCRETE OVERLAY STEEL (TO REMAIN) EXISTING PREFORMED BITUMINOUS
| SAWCUT 3/4" DEEP

1%“ /
K

JOINT FILLER
TOP OF EXISTING SLAB
T “ e g ed f

AN iFE 4" SCARIFICATION
NEW 16 o 1'-0" < — - >—"h

EXISTING REINF.
1" MIN. TO REMAIN (TYP.)

2" MIN.—L

NEW PREFORMED BITUMINIOUS JOINT FILLER 3 1LB COPPER FLASHING (EXIST.)

THE CONTRACTOR SHALL REPLACE THE EXISTING COPPER FLASHING DURING DECK JOINT RECONSTRUCTION ONLY IF

EXISTING CONCRETE DECK EXISTING CONCRETE HEADER
THE CONCRETE BELOW COPPER FLASHING IS DETERIORATED OR IF EXISTING REINFORCEMENT IS LESS THAN 1" OR APPROACH SLAB
ABOVE TOP OF FLASHING. PAY UNDER ITEM "DECK JOINT RECONSTRUCTION".

REMOVE AND REPLACE
HOT RUBBER ASPHALT JOINT SEALER

%

DECK SLAB

NEW PREFORMED BITUMINOUS
JOINT FILLER (AS REQUIRED)

<,

EXISTING PREFORMED BITUMINOUS
JOINT FILLER

NEW JERSEY DEPARTMENT OF TRANSPORTATION

BRIDGE CONSTRUCTION DETAILS
EXIST. 1 LB COPPER

FLASHING TO REMAIN BRIDGE DECK REHABILITATION
DECK JOINT REPAIR
(SHEET 2 OF 2)
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CONTINUOUS NEOPRENE STRIP
TAPER CONCRETE TO RAIL SEAL (SHAPE VARIES)

EDGE ON EACH SIDE 4" (TYP.)
"
SEE NOTE 2 TOP OF ROADWAY 176 MIN STEEL RAIL (SHAPE VARIES)

VENT HOLES
SEE NOTE § OINT OPENING ALONG WHEN REQUIRED

y J
"4 SKEW PLUS 14" SEE NOTE 9

S

BLOCK OUT CONCRETE
. . AS REQUIRED ON EACH e
%" DIA. X 6" LONG— SIDE OF JOINT OPENING. %" MIN. —>] fi
STUDS AT 6 TAPER CONCRETE TO EDGE %" MIN. DIAPHRAGM CONNECTION PLATE %" DIA. BY 6" AUTOMATIC
OF RAIL AS REQUIRED. (SHAPE AND CONFIGURATION VARIES). OTHER END ‘WELDED ANCHOR STUDS AT &
CONFIGURATIONS MAY BE USED PENDING ALTERNATING CENTERS
€ STAINLESS STEEL FLAT HEAD MACHINE ENGINEER'S APPROVAL

SCREWS RECESSED Yg" IYPICAL SECTION

[0/ 0/ &/ /& 97T

6" NOTES;
/ SEE NOTE 4 . THE DETAIL ABOVE IS INTENDED AS A GENERAL GUIDE TO A TYPICAL GLANDULAR TYPE STRIP
SEAL SYSTEM. VARIATIONS TO THE GLAND SHAPE, RAIL SHAPE, STUD ARRANGEMENT, AND
%" DIA. X 6" LONG 3/8 " THICK GALVANIZED SUPPORT DETAILS SHALL BE SUBMITTED ACCORDING TO THE NJDOT WORKING DRAWING

MITER AND WELD —V STUDS AT 6" STEEL PLATE SPECIFICATIONS.
3

ALT. CENTERS ;
FOR FUTURE RESURFACING . STEEL RAILS SHALL CONFORM TO AASHTO M278, GRADE 36.

CONTINUOUS % / /\4
CONTINUOUS DEPTH OF RAIL 8" NEOPRENE SEAL %" DIA. STAINLESS STEEL — VS VI AUTOMATIC END WELDED STUDS SHALL CONFORM TO AASHTO M169 (ASTM Al28), GRADES 1815,
MIN. IN ROADWAY . THREADED CONCRETE 4 . 1318 OR 1920
NEOPRENE SEAL .
REGION. INSERTS, SEE NOTE 2 — —

. PLATES, SHAPES AND OTHER STRUCTURAL STEEL MATERIAL USED IN THE DECK JOINTSYSTEM
5/8 " DIA. X 6" SECTION F-F WITH THE STEEL RAILS SHALL CONFORM TO AASHTO M183.
LONG STUDS AT 6 NOTES;
CENTER TO CENTER . ALL STRUCTURAL STEEL SHALL BE HOT DIP GALVANIZED AFTER FABRICATION PER
1. THE DETAIL ABOVE IS INTENDED AS A GENERAL GUIDE TO A TYPICAL GLANDULAR TYPE STRIP AASHTO M111.
SEAL SYSTEM. VARIATIONS TO THE GLAND SHAPE, RAIL SHAPE, STUD ARRANGEMENT, AND
SECTION B-B SECTION C-C SUPPORT DETAILS SHALL BE SUBMITTED ACCORDING TO THE NJDOT WORKING DRAWING SPECIFICATIONS. FIELD SPLICES FOR STEEL RAILS SHALL BE PLACED AT GRADE BREAKS AND LONGITUDINAL
BREAKS IN THE DECK.
NOTES: 2. 2 -%" DIA. X 14" STAINLESS STEEL FLAT HEAD MACHINE SCREWS WITH 2 -3%" DIA.
B CAST-IN-PLACE STAINLESS STEEL THREADED CONCRETE INSERTS. RECESS Ys" BELOW . NEOPRENE STRIP SEAL SHALL BE INSTALLED IN A CONTINUOUS LENGTH OVER THE ENTIRE
1. THE DETAIL ABOVE IS INTENDED AS A GENERAL GUIDE TO A TYPICAL GLANDULAR TYPE STRIP PLATE SURFACE. WIDTH OF THE SUPERSTRUCTURE WITH NO FIELD SPLICES PERMITTED. AN APPROVED
SEAL SYSTEM. VARIATIONS TO THE GLAND SHAPE, RAIL SHAPE, STUD ARRANGEMENT, AND LUBRICANT/ADHESIVE FOR THE INSTALLATION AND PERMANENT BONDING TO THE STEEL RAIL
SUPPORT DETAILS SHALL BE SUBMITTED ACCORDING TO THE NJDOT WORKING DRAWING SPECIFICATIONS. 3. 1" X 5" SLOTTED HOLE FOR SKEWS TO 45°; 1" X 6" SLOTTED HOLE FOR SKEWS OVER 45°. SHALL BE PLACED PRIOR TO THE STRIP SEAL INSTALLATION.
HOLE SLOTTED PARALLEL TO DIRECTION OF MOVEMENT WITH 1 - %" X 114" STAINLESS
2. DETAILS FOR MEDIAN BARRIER ARE SIMILAR. STEEL FLAT HEAD MACHINE SCREW RECESSED Ys" BELOW PLATE SURFACE IN 3" . WHERE A LONGITUDINAL AND TRANSVERSE JOINT INTERSECT, THE JOINT SUBJECTED TO THE
CAST-IN-PLACE STAINLESS STEEL THREADED CONCRETE INSERT. DO NOT OVER TIGHTEN GREATER MOVEMENT SHALL BE MADE CONTINUOUS AND THE OTHER SEAL SHALL BUTT UP
3. THE JOINT OPENING IN THE PARAPET SHALL BE PARALLEL TO THE SKEW FOR SKEWS LESS MACHINE SCREWS. AGAINST IT. ALL JOINT INTERSECTIONS SHALL BE SUBJECT TO APPROVAL BY THE ENGINEER.

THAN 3@ DEGREES.
4. BLOCK OUT CONCRETE AS REQUIRED ABOVE JOINT OPENING. . ¥Ys" DIA. VENT HOLES SPACED BETWEEN STUDS AT 1'-@" CENTER TO CENTER MAX. ARE REQUIRED
WHEN TOP OF STEEL RAIL IS WIDER THAN 3".

5. %" THICK BY 1'-2" WIDE X (2'-@" LONG FOR SKEWS TO 45" AND 3'-@" LONG FOR SKEWS
LARGER THAN 45°) GRADE 36 GALVANIZED STEEL PLATE BENT WITH HOLES AS SHOWN.

BCD-2.2 BCD-2.3

JOINT OPENING JOINT WIDTH
3/8 " GALVANIZED, CHECKERED A36 NOTES:
PLATE BENT TO FOLLOW CURB SEE NOTE 3
WITH HOLES AS REQUIRED. 1. THE DETAIL SHOWN HERE IS INTENDED AS A GENERAL GUIDE TO A TYPICAL GLANDULAR TYPE
STRIP SEAL SYSTEM. VARIATIONS TO THE GLAND SHAPE, RAIL SHAPE, STUD ARRANGEMENT,
. RN AND SUPPORT DETAILS SHALL BE SUBMITTED ACCORDING TO THE NJDOT WORKING DRAWING
10" MAX. TN Ot %" CHECKERED SLIDING N SPECIFICATIONS.
PLATE (GAL.)
SIDE OF JOINT OPENING. . %" DIA. X 1%" STAINLESS STEEL FLAT HEAD MACHINE SCREWS WITH 3" DIA. CAST-IN-PLACE
STAINLESS STEEL STAINLESS STEEL THREADED CONCRETE INSERTS. RECESS l{s" BELOW PLATE SURFACE.
FLAT HEAD MACHINE
SCREWS WITH THREADED UPON COMPLETION, FILL JOINT OPENING WITH A LOW MODULUS SILICON RUBBER JOINT SEALER
INSERTS SPACED AT 1'-g" CONFORMING TO ASTM D 5893 WITH A MIN. ULTIMATE ELOGATION OF 126@ PERCENT. THE JOINT
CENTER TO CENTER MAX. SECTION D-D FILLER SHALL MATCH THE COLOR OF THE CONCRETE.
SEE NOTE 2

DTOT0TOTOT0T0Te e ey
WD,

CONTINUOUS DEPTH OF RAIL 8" NEW JERSEY DEPARTMENT OF TRANSPORTATION
NEOPRENE SEAL MIN. IN ROADWAY REGION.

CONSTRUCTION -

YOI BRIDGE CONSTRUCTION DETAILS
STRIP SEAL DECK JOINTS

MITER AND WELD
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9

RAD. (TYP)

u
1—)

18"

I

6'-g"

SEE NOTE 8

(SEE NOTE 6)

%13 e 1'-8"
(SEE NOTE &)

3? DIA. (TYP.)
SEE NOTE 9

/—*19 e 1'-g"
—2%" COVER

*13 e 1'-1"

27

-

1"

SEE NOTE 8

2"

v I 0
*‘. LEVEL
SEE NOTE 13

A\

#13 e 1'-2"

2" cov.

[
i 1" RAD. (TYP)
]

R

SEE NOTE 3

#16e 7"

J_ 1 7
%" DRIP i
I
& i
SEE NOTE 7

(SEE NOTE 6)

\ 1" RAD. (TYP)

e— 2" Ccov.

TENSION SPLICE

e CLASS C

— 2%" COVER
#3 011"

(SEE NOTE 6)

#301'-9"

3"

—

1"

—]

zll

2%

-

S2 DIA. (TYP.)
(SEE NOTE 9)

L]
LEVEL

(SEE NOTE 13)

%13 0 1-p" ]
2" cov.

U

u|—|—|ﬁ

2'-8" HIGH PARAPET WITH SIDEWALK

1" RAD. (TYP)

113/4||

<— ¥¢" (SEE NOTE 2
#16 @ 7" (SEE NOTE 6)

4"

SEE NOTE 7

SEE NOTE 8

(SEE NOTE 6)

18" RAD.

FUTURE
RESURFACING

|

%" DRIP

TOP OF
DECK SLAB

*3 @ 1'-@" —/

NOTES:
CURB HEIGHT TO MATCH ROADWAY APPROACH CURB.

. ¥s" OPEN DEFLECTION JOINT SHALL BE PROVIDED IN PARAPETS AT INTERVALS NOT
EXCEEDING 2@‘-@" AND CONTRACTION JOINTS SHALL BE PROVIDED AT THE MIDPOINT
BETWEEN THE OPEN JOINTS.

THE ¥¢" OPEN JOINT SHALL STOP AT THE LINE INDICATED AND A CONTRACTION JOINT
SHALL BE PROVIDED BELOW THAT LINE.

CONTRACTION JOINTS SHALL BE PROVIDED IN SIDEWALKS AT LOCATIONS OF ¥g" OPEN
PARAPET DEFLECTION JOINTS.

FULL DEPTH JOINTS SHALL BE PROVIDED AT LOCATION OF TRANSVERSE DECK JOINTS.
THE FULL DEPTH JOINT OPENING WIDTH SHALL EQUAL THE TRANSVERSE DECK JOINT
OPENING WIDTH.

ALL REINFORCEMENT BARS IN PARAPET AND SIDEWALK SHALL BE CORROSION PROTECTED.

PREFERRED MAXIMUM OVERHANG 2’-6". PERMANENT METAL STAY-IN-PLACE FORMS NOT
PERMITTED IN THIS AREA.

FASCIA RUSTICATION AND CONFIGURATION AS PER NJDOT SPECIFICATIONS.

AS AN OPTION, THE CONTRACTOR MAY ELIMINATE SPLICES AT EACH END OF THE TOP
TRANSVERSE REINFORCEMENT IN SIDEWALKS BY PROVIDING A SINGLE BAR OF THE SAME
CONFIGURATION WITH HOOKS AT EACH END, EMBEDDED IN THE DECK SLAB.

. IF CONDUITS ARE USED WITHIN THE PARAPET, PROVIDE A SLEEVE OF SUFFICIENT LENGTH
TO ACCOMODATE MAXIMUM EXPANSION AND CONTRACTION OF THE EXPANSION JOINT.

. IN CONSIDERING THE HEIGHT OF THE PARAPET AND RAILING COMBINATION, THE MINIMUM
HEIGHT SHALL BE 4'-6" FOR BICYCLE TRAFFIC AND 3’-6" FOR PEDESTRIAN TRAFFIC.

12. FOR ADDITIONAL REINFORCEMENT THAT IS REQUIRED IN THE VICINITY OF PARAPET JOINTS
TO PREVENT CONCRETE CRACKING IN THE OVERHANG PORTIONS OF THE DECK SLAB,
SEE "DETAIL 1."

13. THE BRIDGE DECK PORTION UNDER THE PARAPET SHALL BE POURED LEVEL.

14. ALL REINFORCEMENT BARS ARE IN METRIC UNITS.

OPEN JOINT
OPEN JOINT

BARRIER/PARAPET

Y
SEENOTE 13

e~ >

\-ToP oF
DECK SLAB /

]

/\/

¥16 @ 7" (SEE NOTE 6)

*6 e 7"

N_N

ELEVATION

%" DRIP

SEE NOTE 7

3"

#16 @ 6"

<i-*6 06" |

AS REQUIRED
TOP & BOTTOM

47-@" LONG
TOP & BOTTOM

—> A

BARRIER/P

2" cov.
(TYP.)

[

#16 - 4'-p" LONG
(TOP & BOTTOM)

NEW JERSEY DEPARTMENT OF TRANSPORTATION

BRIDGE CONSTRUCTION DETAILS

2'-8", 2’-18", AND 6'-6"
PARAPETS

PET JOINTS
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€ JOINT AND AXIS OF SYMMETRY NOTES:

1.
USE THIS DETAIL BOTH SIDES FOR USE THIS DETAIL BOTH SIDES FOR

DECKS WITHOUT INITIAL WEARING SURFACES DECKS WITH INITIAL WEARING SURFACES

36" OPEN DEFLECTION JOINT SHALL BE PROVIDED AT INTERVALS NOT
EXCEEDING 15°-@". THERE SHALL BE NO CONTRACTION JOINTS BETWEEN
THE OPEN JOINTS AND NO CONTRACTION JOINTS LOCATED BELOW THE OPEN
DEFLECTION JOINTS.

FULL DEPTH JOINTS SHALL BE PROVIDED AT LOCATION OF TRANSVERSE DECK
JOINTS. THE FULL DEPTH JOINT OPENING WIDTH SHALL EQUAL THE TRANSVERSE
DECK JOINT OPENING WIDTH.

1" RADIUS

(TYP.) \ T ALL REINFORCEMENT BARS IN MEDIAN BARRIER ARE IN METRIC UNITS AND

SHALL BE CORROSION PROTECTED.

WIDTH AND HEIGHT TO BE DETERMINED BY ROADWAY APPROACH BARRIER.

*#13 (TYP.) REINFORCEMENT MUST BE ADJUSTED ACCORDINGLY.

| n
1%" CLR. (TYP.) (SEE NOTE 3)

5. IF CONDUITS ARE USED WITHIN THE MEDIAN BARRIER, PROVIDE A SLEEVE OF
SUFFICIENT LENGTH TO ACCOMODATE MAXIMUM EXPANSION OF THE EXPANSION
JOINT. (REFER TO STANDARD ELECTRICAL DETAILS FOR CONDUIT EXPANSION
FITTINGS.)

#13 ¢ 1'-8"

18" RADIUS . . . \ 18"
1" RADIUS

{SEE NOTE 4
LIMITS OF ¥
OPEN JOINTS

3" FOR FUTURE - , ' ]
WEARING SURFACE ' . - \ ,— 1" RADIUS
T(s)lF."cucaJF - |_[> SEE NOTES 1 AND 2
' e % 11 | #3 @ 1'-0" | #13 (SEE NOTE 3)
NO INITIAL —— : © : 51, A
WEARING cal T M - : Ye e L el |

SURFACE

SURFACE

2
/—TOP OF SLAB

*13 n II_Q“
2'-63" (TIE INTO MAIN
{SEE NOTE & BOTTOM TRANSVERSE
BOTTOM REINFORCEMENT)
LONGITUDINAL g
REINFORCEMENT *13 e 1'-9

Y
INITIAL WEARING l

2

ELEVATION

f 1" RADIUS (TYP.)

#13 (TYP.) (SEE NOTE 3)

' ' #13 @ 1'-9"
MEDIAN 2'-6%" MEDIAN

) CLASS B
(SEE NOTE 4) LEVEL (SEE NOTE 4) % . ) WHITE CONC.
‘ n ‘ L]
1"-3 ” 1"-3

STOP OPEN
JOINT HERE

(SEE NOTE 4

1" RADIUS ——

/—Top OF SLAB
3" OPEN JOINT — | -

3" FOR FUTURE ' B | L (T;é?’Ir?T(l)I;ATIN
WEARING SURFACE ol |- . ’ ) . g
" o

Y ' . — =¥ | °. < .| REINFORCEMENT)

NEW JERSEY DEPARTMENT OF TRANSPORTATION

2'-g"
(SEE NOTE 4)

2'-8" HIGH SPLIT MEDIAN BARRIER ON BRIDGE BOTTOM_LONGITUDINAL BRIDGE CONSTRUCTION DETAILS

REINFORCEMENT

BRIDGE MEDIAN BARRIER
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2'-8" HIGH MEDIAN BARRIER ON BRIDGE




FACE OF CURB, PARAPET, 1'-@" MIN.
OR MEDIAN BARRIER 1°-3" MAX.

6" MIN.
€ OF SPAN—> 1/-g" MIN. *‘ NOTES:
17-3" MAX.

SAWCUT GROOVES SHALL BE RECTANGULAR
IN CROSS SECTION WITH THE FOLLOWING

T EDGE OF FACE OF CURB, PARAPET, DIMENSIONS:
_EDGE OF _ |
JOINT OR OR MEDIAN BARRIER WIDTH .... .18" TO @.15"

ARMORING. DEPTH .... #.25" TO @.375"

GROOVES SHALL BE SPACED AT 14" + Y6"
CENTER TO CENTER.

4" MAX.
OF ROADWAY
% >— GROOVE (TYP.)

GROOVES RADIAL
(TYP.)

FACE OF CURB, PARAPET,
1'-g" MIN. 1'-p" MIN. OR MEDIAN BARRIER

17-3" MAX. 17-3" MAX.

1'-8" MIN.

1°-3" MAX.

r L
FACE OF CURB, PARAPET, }-g b’:ﬁ?(.
OR MEDIAN BARRIER )

SAWCUT GROOVING FOR BRIDGE DECKS SAWCUT GROOVING FOR BRIDGE DECKS
ON_CURVED ALIGNMENT

SKEW q‘ ¢. OF SPAN——>

1'-3" MAX. (TYP.)

EDGE OF JOINT / FACE OF CURB, PARAPET,
FACE OF CURB, PARAPET OR MEDIAN BARRIER
OR ARMORING. OR MEDIAN BARRIER 1'-g" MIN. (TYP.)

1
|;J|‘L|l THESE GROOVES (REPRESENTED BY }\

air - DOTTED LINES) MAY REQUIRE CUTTING
WITH A SINGLE BLADE SAW. THE USE
OF A SINGLE BLADE SAW FOR GROOVING
MAY BE AVOIDED IF THE GROOVING
MACHINE CUTS A WIDTH WHICH
°J DOES NOT CAUSE THE 2'-9"
START GROOVING WHERE MAX. CLEAR ZONE TO BE EXCEEDED.
DIMENSIONS SHOWN
BELOW ARE MET.

NEW JERSEY DEPARTMENT OF TRANSPORTATION

FACE OF CURB, PARAPET,
* OR MEDIAN BARRIER
\< FACE OF CURB, PARAPET,

OR MEDIAN BARRIER BRIDGE CONSTRUCTION DETAILS
1'-@" MIN. \— GROOVE (TYP.)

GROOVE (TYP.)
pE TS SAWCUT GROOVING FOR BRIDGE DECKS ON SAWCUT GROOVING FOR

BRIDGE DECKS
SAWCUT GROOVING FOR SKEWED BRIDGE DECKS TIGHT CURVED ALIGNMENT

2'- 9" £ 2" MIN.




FOR TWO-COURSE CONC. DECK SLAB CONTRACTION JOINT WALL ONLY.
PAY ITEM: CONCRETE DECK OVERLAY PROTECTION FOOTINGS MONOLITHIC WITH INVERT
SYSTEM, C.Y. SLAB. (TYP.)

//l |~ APRON (WHEN REQUIRED
BY HYDRAULIC DESIGN)
SEE CONSTRUCTION
| PLANS.

TOP OF BRIDGE
DECK (TYP.)

bl

TYPICAL SECTION - BRIDGE PARAPETS

0,2 Py T

5
m

M|CONCRETE CLASS PAY ITEM

A CONCRETE IN SUPERSTRUCTURE, DECK SLAB
CONCRETE IN SUPERSTRUCTURE, SIDEWALKS

CONCRETE IN SUPERSTRUCTURE, PARAPETS

---" X ___" WHITE CONCRETE BARRIER CURB, BRIDGE
CONCRETE IN STRUCTURES, RETAINING WALLS
CONCRETE IN SUBSTRUCTURES, ABUTMENT WALLS
CONCRETE IN STRUCTURES, FOOTINGS

CONCRETE IN SUBSTRUCTURES, PIER COLUMNS AND CAPS
CONCRETE IN SUBSTRUCTURES, PIER SHAFTS
CONCRETE SEAL IN COFFERDAMS

CONCRETE IN STRUCTURES, CULVERTS

— JOINTS

FOOTING

> 0D D> 0D DD D> >

ABUTMENT WALL

/— FOOTING
|

®PEEREEELVEE

L~

RETAINING WALL
U TYPE

TYPICAL PLAN - ABUTMENTS

T {@

CUNNERNOUROY

2

—

BRIDGE CONSTRUCTION DETAILS
CONCRETE CLASSES AND




APPROACH BEGINNING OF BRIDGE END OF BRIDGE APPROACH

LR

. SLAB / \ SLAB EXTERIOR FACE ONLY — CONCRETE DECK OVERLAY PROTECTION SYSTEM (1%" MIN.)
|— FOR ADJACENT BOX

TOP (SEE NOTE -
BEAMS SEE NOTE 2 CORROSION PROTECTED
p A REINF. BARS

TOP (SEE NOTE 1) 1
1)," COVER (FIRST COURSE SLAH

P

—t 3~

STEEL STRINGERS
APPROACH | BEGINNING OF BRIDGE END OF BRIDGE _,  APPROACH

SLaB 7 NS END DIAPHRAGM .
| . SEE NOTES 2 & 3
N SEE NOTES 2 & 3

SEE NOTES 2 & 3 COAT BOTTOM OF BEAM
—— COAT BOTTOM OF BEAM 8" L COAT BOTTOM OF BEAM 4'-g" FROM END.
FROM END. SEE NOTES 2 & 5 4’-g" FROM END. SEE NOTE 2 CORROSION PROTECTED

OF FASCIA BEAMS OF FASCIA BOX BEAMS —
OF BEAMS OF FASCIA BEAMS UE——

C 1

P.C.I. BEAMS NOTES: 1 I

Lt =

SEE NOTES 2 & 5 REINF. BARS
EXTERIOR FACE EXTERIOR FACE 2" COVER
INTERIOR FACE ( [ OLASS A CoNcReTe
A

APPROACH BECINNING OF BRIDGE END OF BRIDGE APPROACH . NO SEALER SHALL BE APPLIED TO THE TOP SURFACE OF ANY BEAM.
SLas 7 N\ SHA8

. SEALER SHALL BE APPLIED TO THE ENDS, BOTTOMS AND EXTERIOR SIDES OF FASCIA BEAMS FOR ALL ADJACENT BOX BEAMS.

, ‘ SIDES OF INTERIOR BOX BEAMS SHALL NOT BE COATED. SEALER SHALL BE APPLIED TO THE ENDS, SIDES AND BOTTOMS OF
! ALL T-BEANS. ONE-COURSE CONCRETE DECK SLAB
THE SEAL COAT SHALL ONLY BE APPLIED TO BEAM ENDS UNDER DECK JOINTS.

CORROSION PROTECTED REINF. BARS
VOIDED SLAB BEAMS SIMILAR TO BOX BEAM DETAILS FOR EPOXY WATERPROOFING SEAL COAT LIMITS. %
d

| L]
EPOXY WATERPROOFING SEAL COAT SHALL BE OMITTED FROM THE BEARING CONTACT AREAS FOR VARIOUS TYPES OF BEARINGS, 2/ COVER

CHECK BEARING MANUFACTURER’S RECOMMENDATIONS.

PRESTRESSED CONCRETE I-BEAMS, VOIDED SLAB AND BOX BEAMS

BEGINNING OF END OF EPOXY WATERPROOFING SEAL COAT LIMITS
RELLEF W W

CLASS A CONCRETE
| ? * L < T

H
!
k .

J L l. P CONCRETE OVERLAY SLAB ON PRESTRESSED

8
H *—-‘& END OF SLEEVE
Relief Slab ALL REINFORCEMENT BARS IN PARAPETS AND SIDEWALKS SHALL BE
EPOXY COATED.

BRIDGE DECK CONSTRUCTION PROTECTIVE

1 SYSTEMS (NEW BRIDGE DECKS)
BRIDGE LIMITS BCD-T7.3

/ SEE NOTE 1
SEE NOTE 7

ABUTMENT SEE NOTE 3

/ PAY LIMIT FACE OF BACKWALL BACKWALL
FOR POROUS FILL - SEE NOTE 2

28" X 2'-p" SLEEVE DETAIL FOR STEEL GAS MAINS
BROKEN STONE (%" NOTES;
GAS MAIN FURNISHED AND INSTALLED BY UTILITY COMPANY.

= ———————

| DI

L[]
1]

GEOTEXTILE AROUND STONE POCKET
(SEE NOTE 2 » GALVANIZED SLEEVE FURNISHED AND INSTALLED BY CONTRACTOR.

8" DIA. PERFORATED CORRUGATED . CASING SEAL FURNISHED AND INSTALLED BY UTILITY COMPANY.

STEEL UNDERDRAIN. PIPE MINIMUM
GRADIENT 1 % L4+ PER FOOT) ENDS OF SLEEVE SHALL BE CUT SQUARE AND FREE FROM BURRS. NEW JERSEY DEPARTMENT OF TRANSPORTATION

GRADE (SLOPE) OF SLEEVE SHALL BE SAME AS GRADE OF GAS MAIN.

NOTE: € OF GAS MAIN SHALL BE INSTALLED 1" HIGHER THAN € OF SLEEVE. BRIDGE CONSTRUCTION DETAILS

1. DRAINAGE FOR ABUTMENT WALL . BLOCK INSTALLED TO INITIALLY POSITION THE PIPE AND SHALL BE REMOVED
STEMS ARE SIMILAR. AFTER GAS MAIN APPROACH ROAD HAS BEEN CONNECTED AND BACKFILLED MISCELLANEOUS

\ AND COMPACTED FOR BOTTOM HALF OF THE PIPE.
8" DIA. CORRUGATED STEEL UNDERDRAIN PIPE\ 5'-g" POROUS FILL . THE COST OF GEOTEXTILE AND BRIDGE ITEMS
MINIMUM GRADIENT 2 % (%4" PER FOOT) (ROADWAY ITEM) STONE POCKET SHALL BE INCLUDED . PIPE AND SLEEVE SHALL BE TEMPORARILY PLUGGED.

IN THE PAYMENT FOR 8" DIA. @
PERFORATED UNDERDRAIN. . THE OPENING BETWEEN THE PIPE AND THE SLEEVE SHALL BE PACKED WITH

DRAINAGE BACK OF WALL HEMP, JUTE OR SIMILAR MATERIAL TO PREVENT LEAKAGE THROUGH THE BACKWALL.




1%" sq. Ralls (T B
© AT S Ralls fTop & ra;? TOP FABRIC 1/e" SQ. TOP RAIL MAY RUN RAIL SLEEVES TO BE PLACED OVER
. Y KNUCKLED FINISH RANDOM LENGTH, SLEEVES ALL PIER, ABUTMENT, EXPANSION
€ OF 2" sa. POSTS PLACED WHERE NECESSARY. AND CONTRACTION JOINTS. GENERAL NOTES:

< ' 2 DESIGN CRITERIA: "STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY

N SIGNS, LUMINAIRES AND TRAFFIC SIGNALS." AASHTO 1994 AND REVISIONS THERETO.

SEE DETAIL I
POST TOP CASTING [

FABRIC TIES SPACED AT
6" 0. C. , ALL RAILS MAXIMUM DESIGN WIND VELOCITY: 88 MPH.

NOTE: ALL POSTS SHALL ye
BE SET PLUMB. ; —1%" SQ. BRACE RALL : WIND PRESSURE DRAG COEFFICIENT FOR MESH FROM FIG. 1-13, "WIND LOAD ON SCREENS",
[ NAVDOCKS DM-2; DESIGN MANUAL, STRUCTURAL ENGINEERING.

. ] . FABRIC TIES SPACED AT

1;33 yIZI.Ai cergﬁgﬁEsnggé gAlEL)IE NUTS ST?IET;“H%R 2ARWIBT¢IND%/:“ 311 1 /& SEE DETAL 15‘_;- 0. C. A,‘_\,_ POéTS\ THE _COMPONENT PARTS OF THE CHAIN LINK FENCING SHALL CONFORM TO THE MATERIAL
e Qe 1 - « C. N ’ |

RAIL AND POST CASTINGS. ALL NUTS CARRIAGE BOLT LI BRACE RATL cASTING REQUIREMENTS OF THE SPECIFICATIONS.

32’2%"35 OK‘Ffé(FIE,?&‘T)g iQ‘E:E OF . ; 6’-1" MAXIMUM ANCHOR BOLTS SHALL BE ASTM A 276, TYPE 3@2. ANCHOR BOLTS SHALL BE SET BY THE

TIGHTENED, THE BOLTS SHALL . CONTRACTOR WITH 2" OF CLEAR THREADS, SET CLEAN.

L U ay 3 1%" sQ. BRACE RAIL SEE DETAIL
NOT PROJECT MORE THAN % a' BY % / T LINE PosAT CASTING ALUMINUM_SURFACES PLACED IN CONTACT WITH CONCRETE SHALL BE GIVEN A HEAVY COAT

THRU THE NUT. (TYP.) & STRETCHER BAR ] OF ALUMINUM PIGMENTED ALKALINE RESISTANT BITUMINOUS PAINT EQUAL TO FEDERAL
| SPECIFICATIONS TT-C-498C.

|_+ . 2" sq. END PoST—=| | | 1" DIAMOND MESH #3 GAGE - _
INSERT SHIM MATERIAL BETWEEN k—— 2" sa. POST , (6.148" DIA.) CLF FABRIC ] BASE PLATES FOR ALL CLF SHALL BE AS SHOWN, 7" THICK. (ALUMINUM ALLOY 6@61-T6)
SLEEVE & POST (IF REQUIRED l o

BY ENGINEER) & SEAL WITH AN ALUM. CLF FABRIC - SEE DETAIL

APPROVED CAULKING COMPOUND ! (7°-8" LONG) END POST CASTING

i 24" SQ. SLEEVE (6" LONG)

=
20

(_IE:JSSTQ. INTERMEDIATEg FILLET WELD MATERIAL SHALL BE FILLER ALLOY ER 5356 OR ER 5556.

VWz SQ. BOTTOM RAIL POST SLEEVES SHALL BE 24" SQ., Ve " WALL THICKNESS, ASTM B 221, AND SHALL BE

KA
e,
QR
X
%
%
%S

KKK

SR

o b
Sodedete!

(XXX
évv?

X2
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dedededels!

H SEE DETAIL WELDED TO BASE PLATE. (ALUMINUM ALLOY 6261-Té)
TOP OF PARAPET LINE POST CASTING
vA

3%

&
&
3
%S

o
2

STAKE EACH ANCHOR BOLT.

R
0’0

o%

%
S0 %%
$030.%
2
’0

X2

POSTS SHALL BE 2" SQ., %" WALL THICKNESS, ASTM B 221, TO BE SET PLUMB AND
SPACED AS SHOWN ON PLANS FOR EACH STRUCTURE. (ALUMINUM ALLOY 6@61-T6)

%
X
%L

262625
$.0. 9,

ﬂf
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R
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%
S0 0.0.9.9.9.9.9,

L
AFTER NUTS ARE TIGHTENED - {4 TOP OF PARAPET
THE BOLTS SHALL NOT l
PROJECT MORE THAN %" [ 0
ABOVE THE NUT. '

SHIM MATERIAL SHALL BE USED WHERE NECESSARY FOR POST ALIGNMENT, ASTM B 2@9.
(ALUMINUM ALLOY 1120-2)

|\

BOTTOM FABRIC

3" DIA. CORROSION RESISTING KNUCKLED FINISH I | - INTERMEDIATE POST ALL HORIZONTAL RAILS (TOP, BOTTOM, BRACE) SHALL BE 1%" SQ.,!s" WALL THICKNESS.
STEEL BOLT. HEX. NUT & 18 GAGE ! BASE PLATE TALUMINUM ALLOY 6@61-T6)

WASHER, %" I. D. X 13%" 0.D. -
5" ASTM B229 ALCLAD 2024-T4.

DAM PLATES, %" THICK, WELDED TO CLOSE ALL EXPOSED ENDS OF RAIL TUBES AND TOP
TOP OF SIDEWALK OF CHAIN LINK FENCE POSTS. (ALUMINUM ALLOY 6861-T6)

PARAPET

= INTERIOR FACE OF PARAPET r LEVEL BRACE RAILS SHALL BE INSTALLED AT END UNITS WHERE CLF FABRIC IS TENSIONED.
RAILING EXPANSION SLEEVES SHALL BE 2" SQ. X 7" LONG, WITH HOT-DIP GALVANIZED

O T T 0. { SPRING IN SLEEVE, SPRING NOT TO EXCEED 1%" FULLY COMPRESSED. RAIL ENDS TO BE
: A % 3" APART IN SLEEVE AT € SLEEVE "V" CRIMP, (ALUMINUM ALLOY 6£61-T6)ASTM B 221.
|

TYPICAL SECTIO,\K] w STRETCHER BARS TO BE'4" BY %". (ALUMINUM ALLOY 6@61-T6)

216" sa.
SLEEVE

STRETCHER BAR BANDS TO BE '4" X 1" BEVELLED EDGES. (ALUMINUM ALLOY 6863-T6)

|~—— € OPEN JOINT AT [~—3%" DIA. FABRIC TIES SHALL BE *9 GAGE (8.148" DIA.). A MINIMUM OF ONE (1) COMPLETE TURN IS
EXPANSION SLEEVE—\ X ABUTMENT & PIER REQUIRED AT ENDS OF ALL TIES. (ALUMINUM ALLOY 6@61-T6)

[y

f

8" J € %" DIA. € 'S " DIA. HOLES

%" ALUMINUM —} L 5" [1k" k" |
DAM PLATE
e

FENCE POSTS

AN

€ CHAIN LINK

: : CLF_FABRIC SHALL BE #9 GAGE (#.148" DIA.) HAVING A 1" DIAMOND MESH, TOP AND
| | BOTTOM SELVAGE TO BE KNUCKLED. FABRIC SHALL BE CONTINUOUS ACROSS ALL JOINTS.
!

o STRETCHER BAR BAND FASTENERS TO BE %g" DIA. BY 1'4" CARRIAGE BOLTS.
T (ALUMINUM ALLOY 2@24-T4)
1

%" 1" STAKE EACH ANCHOR BOLT AT ONE (1) POINT ONLY.
- MIN.

15"

€ CHAIN LINK
FENCE POSTS

>
@¢
e

v

ALL HOLES IN CASTINGS SHALL BE " DIA. CASTINGS SHALL BE ALUMINUM TENZALOY
ALLOY ZCBIA, CONDITION T5. ALL CASTINGS SHALL BE DESIGNED TO ACCOMMODATE
SECTION A-A RAILS AT GRADES AS REQUIRED.

—{2"

|

AFTER ERECTION, ALL ANCHOR BOLT HOLES & SPACES BETWEEN BASE PLATES &
CONCRETE SHALL BE THOROUGHLY CAULKED WITH AN ALUMINUM IMPREGNATED

€ RAIL JOINT CAULKING COMPOUND CONFORMING TO FEDERAL SPECIFICATIONS TT-C-5988(2).

SPRING

END POST  INTERMEDIATE POST
DETAIL OF INTERMEDIATE POST
SLEEVE_ATTACHMENT y BASE PLATE BASE PLATE

INTERIOR FACE | 3"
OF PARAPET

AFTER ERECTION OF POSTS, DRILL 34" DIA. HOLE THROUGH POST SLEEVE AND POST,
16" ABOVE BASE PLATE FOR DRAINAGE. LOCATE HOLE PARALLEL TO FENCING.

1%" s@. RAIL THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS & CONDITIONS IN THE FIELD.

2" BY 2" BY 1/8 " SHOP DRAWINGS SHALL BE SUBMITTED ACCORDING TO THE NJDOT SPECIFICATIONS.
BY 7" SLEEVE

RAIL SLEEVE

%" DAM PLATE AT

TOP OF ALL CLF
POSTS & AT ALL NEW JERSEY DEPARTMENT OF TRANSPORTATION

vd EXPOSED RAIL ENDS.

g BRIDGE CONSTRUCTION DETAILS

w
Posts | 2-50.] BRIDGE CHAIN LINK FENCE

ALL DIMENSIONS ARE IN INCHES ( C U R V E D T O P )

ALL DIMENSIONS ARE IN INCHES ALL DIMENSIONS ARE IN INCHES DETAIL @ DAM PLATE
DETAIL @O & DETAIL 60) DETAIL €C) & DETALL @




GENERAL NOTES;

: XXX X 1 G DESIGN CRITERIA: "STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY
NOTE: ALL POSTS SHALL BE SET PLUMB. _ 1o \ . SN SIGNS, LUMINAIRES AND TRAFFIC SIGNALS." AASHTO 1994 AND REVISIONS THERETO.

3/8 " DAM PLATE AT TOP OF ALL CLF
OF 2" SQ. POSTS ¢ 14" SQ. RAILS SEE DETAIL @
€ Q (420',_ Q. RALS | POSTS AND AT ALL EXPOSED RAIL ENDS. /~ poc il A, o

== / ‘ = T MAXIMUM DESIGN WIND VELOCITY: 88 MPH.

¥4" MAX. PROJECTION (TYP.)— N T ([ 7 3 ! WIND PRESSURE DRAG COEFFICIENT FOR MESH FROM FIG. 1-13, "WIND LOAD ON SCREENS",
3/8 " CARRIAGE BOLTS. HEX. NUTS AND v j A T % NAVDOCKS DM-2; DESIGN MANUAL, STRUCTURAL ENGINEERING.
A
v

172 " I.D. WASHERS FOR ALL RAIL AND
POST CASTINGS. ALL NUTS SHALL BE
EXTERIOR FACE OF CASTINGS.

A

7-SEE DETAIL : THE COMPONENT PARTS OF THE CHAIN LINK FENCING SHALL CONFORM TO THE MATERIAL
BRACE INTERMEDL REQUIREMENTS OF THE SPECIFICATIONS.
RAIL CAS§ T]IG —

POST < ANCHOR BOLTS SHALL BE ASTM A 276, TYPE 382. ANCHOR BOLTS SHALL BE SET BY THE
CONTRACTOR WITH 2" OF CLEAR THREADS, SET CLEAN.

<

NOTE: INSERT SHIM MATERIAL BETWEEN
SLEEVE & POST (IF REQUIRED BY ENGINEER)
& SEAL WITH AN APPROVED CAULKING
COMPOUND.

A
A | |
. . "
2)," sQ. SLEEVE (6 LONG’\ <L E DExAIl EE D TAIL@ LIT: POST CASTING 3 > BASE PLATES FOR ALL CLF SHALL BE AS SHOWN, %" THICK. (ALUMINUM ALLOY 6@61-T6)

\ BRACE RAIL ALUMINUM SURFACES PLACED IN CONTACT WITH CONCRETE SHALL BE GIVEN A HEAVY COAT
—END_POST OF ALUMINUM PIGMENTED ALKALINE RESISTANT BITUMINOUS PAINT EQUAL TO FEDERAL
A SPECIFICATIONS TT-C-498C.

ALUMINUM C. L. F. FABRIC

STAKE EACH ANCHOR BOLT EN
ANCHOR BOLTS SHALL BE SET SO ST C FILLET WELD MATERIAL SHALL BE FILLER ALLOY ER 5356 OR ER 5556.

THAT AFTER NUTS ARE TIGHTENED,
THE BOLTS SHALL NOT PROJECT MORE N\
THAN 3/8 " ABOVE THE NUT——— /

Kin

TOP OF PARAPET s =
| | - [

POST SLEEVES SHALL BE 2)6" sQ., % " WALL THICKNESS, ASTM B 221, AND SHALL BE
WELDED TO BASE PLATE. (ALUMINUM ALLOY €@61-T6)

h, s YAYiq i._| POSTS SHALL BE 2" SQ.,%" WALL THICKNESS, ASTM B 221, TO BE SET PLUMB AND
I DIMENSIONS IN INCHES SPACED AS SHOWN ON PLANS FOR EACH STRUCTURE. (ALUMINUM ALLOY 6061-Té)

t
| L
1

€ 3/4 ' DIA. CORROSION ( 4. INTERIOR ( SHIM MATERIAL SHALL BE USED WHERE NECESSARY FOR POST ALIGNMENT, ASTM B 2@9.
. 1 A
v

th )

il -

il | @ . {ALUMINUM ALLOY 1180-8)
RESISTING STEEL BOLT. FACE LT END POST BASE PLAT’\é INTERMEDIATE POST BASE PLATE DETAIL \EC) & DETAIL @

HEX. NUT & #1080 GAGE (SIDEWALK) ALL HORIZONTAL RAILS (TOP, BOTTOM, BRACE) SHALL BE 1)%" SQ.,)4" WALL THICKNESS.

WASHER, 15/16 " I.D. BY 13/4 " (ALUMINUM ALLO' -
0.D. A.STM B2@S ALCLAD 2024-T4 (ALUMINUM ALLOY 6@61-T6)

_ DAM _PLATES, %" THICK, WELDED TO CLOSE ALL EXPOSED ENDS OF RAIL TUBES AND TOP
SECTION B-B | OF CHAIN LINK FENCE POSTS. (ALUMINUM ALLOY 6261-T6)

BRACE RAILS SHALL BE INSTALLED AT END UNITS WHERE CLF FABRIC IS TENSIONED.
FABRIC TIES SPACED T T :
e 6" 0.C.; TOP, BOTTOM TOP RAIL MAY RUN RANDOM LENGTH, 3 8 1 RAILING EXPANSION SLEEVES SHALL BE 2" SQ. X 7" LONG, WITH HOT-DIP GALVANIZED
TOP FABRIC & BRACE RAILS SLEEVES PLACED WHERE NECESSARY. 1%" sQ. TOP 3 SPRING IN SLEEVE, SPRING NOT TO EXCEED 1%" FULLY COMPRESSED. RAIL ENDS TO BE
KNUCKLED FINISH RAIL SLEEVES RAIL SLEEVES TO BE PLACED OVER RAIL 3" APART IN SLEEVE AT ¢ SLEEVE "V' CRIMP, (ALUMINUM ALLOY 6@61-T6)ASTM B 221.
e ALL PIER, ABUTMENT, EXPANSION
STRETCHER BAR |+B / 1% Sq. TOP RAIL AND CONTRACTION JOINTS. SEE DETAIL ®\i T &3 STRETCHER BARS TO BE!4" BY 3%". (ALUMINUM ALLOY 6861-T6)

BANDS 4" BY -
DIMENSIONS IN INCHES  STRETCHER BAR BANDS TO BE %" X 1" BEVELLED EDGES. (ALUMINUM ALLOY 6@63-T6)

1" SPACED
e 1’-g" o.C.

WITH %" DI SEE DETAIL =
% DIA I FABRIC TIES SPACED < \IE

CARRIAGE BOLTSx / i g SPACE
. L 114" s@. BRACE RAIL POSTS
2" sa. PosT—{[[ /.

DETAIL @ FABRIC TIES SHALL BE *9 GAGE (2.148" DIA.). A MINIMUM OF ONE (1) COMPLETE TURN IS
I REQUIRED AT ENDS OF ALL TIES. (ALUMINUM ALLOY 6861-T6)

CLF FABRIC SHALL BE #9 GAGE (#.148" DIA.) HAVING A 1" DIAMOND MESH, TOP AND
2%" sa. BOTTOM SELVAGE TO BE KNUCKLED. FABRIC SHALL BE CONTINUOUS ACROSS ALL JOINTS.

" SLEEVE
%" X %" ,SIGADGIE"':ng“".‘.Eg?A L | STRETCHER BAR BAND FASTENERS TO BE %" DIA. BY 14" CARRIAGE BOLTS.
STRETCHER BAR L . . 1 SEE DETAI'-@ A (ALUMINUM ALLOY 2824-T4)
CLF FABRIC 14" Sa
<A | | [l /BoTTom Rar AV " BASE PLATE STAKE EACH ANCHOR BOLT AT ONE (1) POINT ONLY.

o : : : . _| %" BASE
34" ALUMINUM S ATE

o DAM PLAT ALL HOLES IN CASTINGS SHALL BE Js" DIA. CASTINGS SHALL BE ALUMINUM TENZALOY
N § e ALLOY ZCBIA, CONDITION T5. ALL CASTINGS SHALL BE DESIGNED TO ACCOMMODATE
BOTTOM FABRIC % < RAILS AT GRADES AS REQUIRED.
KNUCKLED FINISH T ot T SEE DETALL €C)
AFTER ERECTION, ALL ANCHOR BOLT HOLES & SPACES BETWEEN BASE PLATES &

B
L SEE WING ANCHORAGE CONCRETE SHALL BE THOROUGHLY CAULKED WITH AN ALUMINUM IMPREGNATED

DETAIL CAULKING COMPOUND CONFORMING TO FEDERAL SPECIFICATIONS TT-C-598B(2).
INTERIOR ELEVATION - PARAPET & CHAIN LINK FENCE NOTE:
R FOR LOCATION OF WING AFTER ERECTION OF POSTS, DRILL 3" DIA. HOLE THROUGH POST SLEEVE AND POST,
714" MIN. | REFER TO ARCHITECTURAL 14" ABOVE BASE PLATE FOR DRAINAGE. LOCATE HOLE PARALLEL TO FENCING.

= | DETAIL SHEETS. HOLE

| | |
. h - < Q | g i < ! % i DETAIL OF THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS & CONDITIONS IN THE FIELD.
76" VARIES, NOT TO | ! L

[MINT EXCEED 6°-1" 0.C. ' | A

OPEN JT. AT ABUTMENT— € OPEN JT.— /—P‘I’f

AT PIER
INTERMEDIATE SECTION A-A CONSTRUCTION,
POST BASE PLATE - CONTRACTION OR

|

¥e" OPEN JT. I

FOR WELDING, SEE :
"DETAIL OF SLEEVE |
_ ATTACHMENT. 1%" R. '

I

Tl [I%
o e L
" g, poron Oy s = 5] Tk

3 n
%" DIA. ANCHOR BOLTS 2" BY 2 BY " END POST INTERMEDIATE POST:
E)g;EI;I::A Fl,fé&_I(_ZE BY 7" SLEEVE ANCHOR BOLT BASE PLATE BASE PLATE

WING ANCHORAGE

1%" sq. BRACE |
. _RALL :
2" sQ. POST—T

ALUMINUM CLF FABRIC

ELEVATION OF WING SLEEVE ATTACHMENT SHOP DRAWINGS SHALL BE SUBMITTED ACCORDING TO THE NJDOT SPECIFICATIONS.

FENCE POSTS

¢ % " DIA. € % " DIA. HOLES
J HOLES
%"

%" DAM PLATE AT
/ TOP OF ALL CLF NEW JERSEY DEPARTMENT OF TRANSPORTATION
POSTS & AT ALL

/ EXPOSED RAIL ENDS.
% BRIDGE CONSTRUCTION DETAILS
POSTS 2'l\/sa. BRIDGE CHAIN LINK FENCE
RAILS 103" Sa.

€ CHAIN LINK

16"

€ CHAIN LINK
FENCE POSTS

DAM PLATE

INTERIOR FACE | 3"
OF PARAPET




S-I-P FORMS BETWEEN STRINGERS
VARIABLE SLAB ELEVATION
NORMAL L SUPPORTS

NORMAL LAP
BUTT FORM TIGHT TO SUPPORT ON
ONE END (NO CLOSURE REQUIRED)

L 1" LONG WELDS
AS REQUIRED

SECTION THROUGH

SUPPORT

S-I-P GAGE VARIES WITH LOAD
AND SPAN. SPACING OF RIBS
VARIES TO MATCH BOTTOM MAIN
REINFORCING SPAN LENGTHS OR
LOAD CONDITIONS MAY REQUIRE
THE USE OF SELF DRILLING SCREWS
AT MIDSPAN OF SHEET SIDELAP.
SECURE S-I-P FORMS
TO SUPPORT WITH SELF
DRILLING SCREWS AT SIDE
LAPS AND CENTER OF FORM
UNITS, APPROXIMATELY 1’-3"
ON CENTERS

BCD-9.1

S-I-P FORMS BETWEEN STRINGERS
VARIABLE SLAB ELEVATION
INVERTED L SUPPORTS

NORMAL LAP
1" LONG WELDS

ANGLE AS REQUIRED

SUPPORT

STRINGER

SPAN LENGTHS OR LOAD CONDITIONS
MAY REQUIRE THE USE OF SELF
DRILLING SCREWS AT MIDSPAN OF
SHEET SIDELAP.

S-I-P GAGE VARIES WITH
LOAD AND SPAN. SPACING
OF RIBS VARIES TO MATCH
BOTTOM MAIN REINFORCING.

SECURE S-I-P FORMS

TO SUPPORT WITH SELF
DRILLING SCREWS AT SIDE
LAPS AND CENTER OF FORM
UNITS, APPROXIMATELY 1°-3"
ON CENTERS

BCD-9.2

S-I-P FORMS
WITH ADJUSTABLE SUPPORTS
NOT WELDED TO STRINGERS

(TO BE USED IN THE TENSION ZONE OF CONTINUOUS SPAN BRIDGES)

NORMAL LAP

ANGLE SUPPORT CAN MOVE TO A
HIGHER AND LOWER POSITION.

SECTION THROUGH SLAB SECTION

14" 14" ANGLE
FIELD CUT TO FIT.
SPACED AND WELDED
AS REQUIRED.

ATTACH S-I-P SUPPORTING
ANGLES TO 1% "X1%4"
ANGLE WITH 1" MINIMUM
HORIZONTAL WELD.

HOLD DOWN CLIP IS
SECURED TO ANGLE
SUPPORT WITH %"
MIN. WELD.

HOLD DOWN CLIP

BCD-9.3
Ya"X1Y4" WIDE.

S-I-P FORMS
WITH ADJUSTABLE L SUPPORTS
STRINGER FLANGE ENCASEMENT PROVIDED

ATTACH SUPPORT ANGLE TO CHANNEL
WITH 2" MIN. HORIZONTAL WELD.

777777777721

Z;I' TACH ENCASEMENT NORMAL LAP
ANGLE TO STRINGER
FLANGE WITH '2" LONG

HORIZONTAL WELD AT 1’-p" 0.C.

SUPPORT

ENCASEMENT
ANGLE

SECTION THROUGH
STRINGER

1%" X 24" X 1%" CHANNEL
SHOP CUT TO LENGTH
SPACED AS REQUIRED.

HORIZONTAL WELD
BCD-9.4

S-I-P FORMS BETWEEN PRECAST CONCRETE STRINGERS

1" MIN. WELD

ANGLE SUPPRT CAN MOVE
TO A LOWER POSITION.

UNDERFORM CLOSURE

AS REQUIRED
BY DESIGN

ATTACH SUPPORT ANGLES TO
"J" HANGERS WITH 1"
MIN. HORIZONTAL WELDS.

S-I-P FORM

CLOSURE

POSITION "J" HANGER
FLUSH WITH EDGE OF I BEAM

UNDERFORM
CLOSURE

$-I-P BRIDGE
FORM

ATTACH SUPPORT ANGLES
TO WELD ANCHORS WITH 1"
MIN. HORIZONTAL WELDS.

WELD ANCHORS ARE CAST-IN-PLACE AND
POSITIONED FLUSH WITH EDGE OF I BEAM WELD

ANCHOR

UNDERFORM CLOSURE

S$-1-P BRIDGE
FORM

ATTACH SUPPORT ANGLES
TO WELD ANCHORS WITH 1"
MIN. HORIZONTAL WELDS.

WELD ANCHORS ARE CAST-IN-PLACE AND
POSITIONED FLUSH WITH EDGE OF BOX BEAM

ANGLE SUPPRT CAN MOVE
TO A LOWER POSITION.

"J" HANGER

STIRRUP i
STIRRUP LOCK NOTE: I

THE CONTRACTOR SHALL SURVEY I
THE TOP OF BEAM ELEVATIONS T
AS REQUIRED TO ESTABLISH

HAUNCH DIMENSIONS X AND Y

AND CUT-OFF DIMENSION Z.

ANGLE SUPPORT
CAN MOVE TO A
HIGHER POSITION

STIRRUP LOCK REVISION AND RESUBMISSION.

TOP OF SLABA\ F'Z' TO BE CUT OFF AT OR BELOW

|THE0RETIICAL BOTTOM OF SLIAB

TOP OF FORM

)74 AIJ

\\_ |
\ BOTTOM OF FORM

THEORETICAL BOTTOM OF SLAB
COMPRESSION FLANGE

THE ABOVE SKETCH AND NOTE SHALL APPEAR ON THE SHOP PLANS FOR STAY-IN-PLACE DECK FORMS SUBMITTED
BY THE FABRICATOR. ANY SHOP DRAWING SUBMITTED WITHOUT THE SKETCH AND NOTE SHALL BE RETURNED FOR

NOTE 2
ol O\

SEE SPECIFICATION SECTIONS 5@1 AND
AND 917 FOR REQUIREMENTS.

L}
ANGLE SUPPRT CAN MOVE 17 NOMINAL

TO A LOWER POSITION.

/—NOTE 1
1 [ o

1" cov.—_L }

/ DECK SLAB THICKNESS

1" MIN. WELD !

ANGLE SUPPORT
CAN MOVE TO A
HIGHER POSITION

WELD ANCHOR

1" cov. (MIN.)T

ANGLE SUPPORT
CAN MOVE TO A

HIGHER POSITION NOTES:

BCD-9.5 REQUIRED FOR DEEPER FORMS.

S

- PER CONTRACT PLANS

MAIN BOTTOM REBA|

SPACING "S" PER PLANS
PITCH OF FORMS = "S"

1" MIN. COVER
THEORETICAL BOTTOM OF SLAB

GENERALLY, THE SPACING (PITCH) OF RIBS (FLUTES) SHALL MATCH SPACING OF BOTTOM MAIN REINFORCEMENT
STEEL AND BOTTOM MAIN REBARS SHALL BE PLACED AT THE CENTER OF EACH RIB TO PROVIDE MAXIMUM
CONCRETE COVER. OCCASIONALLY, THE DECK FORMS MUST BE DROPPED WHEN RIBS AND BOTTOM MAIN REBARS
CAN NOT BE ALIGNED. REFER TO THE ALTERNATE BELOW FOR MORE DETAILS ON THIS CONDITION.

Il" AVE. DEPTH

LONGITUDINAL SLAB SECTION OF EXTRA CONCRETE.

1" MIN. WELD 1. 1/2 " CORROSION PROTECTED STEEL BARS MAY BE USED AS REBAR SUPORTS.
2. WL SHALL BE EQUAL TO OR LESS THAN W2.
3. RIBS ARE ASSUMED TO BE 2" DEEP.

SPECIAL DESIGN CONSIDERATIONS ARE BCD-9.6

GENERAL NOTE;

THE DETAILS SHOWN ARE GENERAL. SHOP DRAWINGS ACCORDING TO THE
NJDOT SPECIFICATIONS SHALL BE SUBMITTED FOR ACTUAL DETAILS .

NEW JERSEY DEPARTMENT OF TRANSPORTATION

BRIDGE CONSTRUCTION DETAILS
STAY-IN-PLACE FORMS
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